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CURIO
GENERAL SPECIFICATIONS

FLAME RETARDANCY SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

Width

Weight

Composition

Backing

Finish

Repeat

Railroaded

Bleach Cleanable

57.75”

21.23 oz/linear yard

100% Polyester

Light Acrylic Backing

Stain Resistant Finish

19.5” H x 18.813 V

Yes

Yes

Abrasion

Colorfastness 
to Crocking

Seam Slippage

Tear Strength

QUV

Colorfastness 
to Light

Cleaning Code

Brush Pill

Warranty

63,000 DR 

Wet: 3.0
Dry: 4.0

Fill: 58.0
Warp: 77.0

Fill: 41
Warp: 21

1200 Hours

Class 4

WS - Solvent or Spot Clean

Class 3

3 Years

CAL-TB 117-2013

NFPA 260

UFAC Class 1

Passes

Passes

Passes

CLEANING INSTRUCTIONS

Spot clean with soap and water for light to medium 
stains. For stubborn or excessive stains, lightly spray 
fabric with 10% dilution of Household Bleach and 
water. Work the solution into the affected area by 
lightly scrubbing the area with a sponge or soft 
bristle brush. Blot and thoroughly rinse the fabric 
with water until the stain is cleaned and bleach is 
completely rinsed off the surface. Allow fabric to air 
dry.

RECOMMENDED APPLICATIONS

REDUCED ENVIRONMENTAL IMPACT

This product does not pose any exposure risks associated 
with the chemical in Prop 65 

No added flame retardant chemicals

No added anti-bacterial / anti-microbial chemicals

Lead/ Heavy metal free

BPA free / Tris free / Formaldehyde free

Does not contain conflict minerals

*Prop 65 Compliant
*AB2998 Compliant


