
MODENA
GENERAL SPECIFICATIONS

FLAME RETARDANCY SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

FINISHES

CLEANING INSTRUCTIONS

Width

Weight

Roll Size

Composition

Cold Crack

Abrasion

Stain Resistant

Denim Dye Resistant

-10˚

100,000+ DR 

Passes

Passes

Please clean regularly. Stains should be removed 
immediately. Clean with warm, mild soap and a 
microfiber cloth or a soft hand brush. Do not use 
solvents, chloride, abrasives, chemical cleaning 
agents or wax polishes.

CAL-TB 117-2013

NFPA 260

UFAC Class 1

Passes

Passes

Passes

54”

26 oz/linear yard

30 yds

Face: 100% PVC 
Back: 100% Polyester

RECOMMENDED APPLICATIONS

KEYSTONBROS.COM KBCONTRACT.COM

*ACT® Registered Certification Marks

REDUCED ENVIRONMENTAL IMPACT

This product does not pose any exposure risks
associated with the chemical in Prop 65 

No added flame retardant chemicals

No added anti-bacterial/ anti-microbial chemicals

Phthalate Free

Heavy metal free

Formaldehyde free

*Prop 65 Compliant
*AB2998 Compliant


